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NOTE: Delete, revise, or add to the text in this
section to cover project requirenents. Notes are
for designer information and will not appear in the
final project specification.

This section covers hand fire extinguishers,
i ncluding wall brackets, cabinets, and accessories,
conpl et e.

Associ ated work found in other sections includes
fire extingui sher cabinets and fire protection
system

Drawi ngs nust indicate |ocations for the
installation.
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PART 1 GENERAL
1.1 REFERENCES
NATI ONAL FI RE PROTECTI ON ASSOCI ATI ON ( NFPA)

NFPA 10 (2002) Standard for Portable Fire
Exti ngui shers

1.2 SUBM TTALS
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NOTE: Review submittal description (SD) definitions
in Section 01330 SUBM TTAL PROCEDURES and edit the
following list to reflect only the submttals
required for the project. Submittals should be kept
to the mininumrequired for adequate quality
control. Include a columar |ist of appropriate
products and tests beneath each subnittal

descri ption.
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The followi ng shall be submitted in accordance with Section 01330 SUBM TTAL
PROCEDURES in sufficient detail to show full conpliance with the
speci fication:

SD- 02 Shop Drawi ngs
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Fabrication draw ngs shall be submitted for the following itens
consi sting of fabrication and assenbly details to be perforned in
the factory. |Installation drawings shall be subnitted for the
following itenms in accordance with the paragraph entitled,
"Installation," of this section.

Fire Extinguishers
Adj unct s
Cabi net s
Wwal | Brackets
SD- 03 Product Data

Manuf acturer's catal og data shall be submitted for the foll ow ng
items:

Fire Extinguishers
Adj unct s
Cabi net s
Wal | Brackets
Repl acenment Parts
SD- 04 Sanpl es
One Fire Extinguishers of each type to be installed
One full-sized sanple of each type Cabinets to be installed

Three sanples of Wall Brackets and Accessories of each type to be
used

Approved sanples nmay be used for installation, wth proper
identification.

SD-07 Certificates
Certificates shall be subnitted showi ng the follow ng:

Certification that Fire Extinguishers conply with |local codes and
regul ati ons

Certification that Fire Extinguishers conply with OSHA requirenments
Fire Extinguishers will be free of defects in materials,

fabrication, finish, and installation and that they will remain so
for a period of not less than [ ] years after conpletion

1.3 DELI VERY, HANDLI NG, AND STORAGE

Materials shall be protected from weather, soil, and damage during
delivery, storage, and construction.

Materials shall be delivered in their original packages, containers, or
bundl es bearing the brand nane and the nane of the naterial.
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PART 2 PRODUCTS

2.1 TYPES
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NOTE: Select one or nore of the follow ng types of
fire extinguishers, as required. Air pressurized,
wat er cartridge, and soda and acid extinguishers
nmust be used for paper, wood, cloth, or rubbish

(G ass A hazards. Foam carbon dioxide, and dry
chem cal extinguishers nust be used for burning
liquids such as gasoline, paint, or oil (O ass B)
hazards. Carbon-dioxide or dry-chemnica

ext i ngui shers nust be used for electrical hazards
(Class C). Types shall be as indicated

IR R R R E R RS EEEEEREEEEEEREEEREEEREREEEREEEEEEREEEEEEREEEEEEEEEEEEEREEEEEEREEEEE SRS

Fire Extinguishers shall conformto NFPA 10.

Fire extinguishers shall be water, [stored-pressure] [cartridge]
[ hand- punp] type.

Fire extinguishers shall be [foan [carbon-dioxide] [dry-chem cal] type.
2.2 MATERI AL
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NOTE: Select one or nore of the following for the

shell material. Manufacturer's nust be checked to
ensure that the material and extingui sher type are
conpati bl e.
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Exti ngui sher shell shall be [corrosion-resistant steel] [copper] [alum nuni
[enanel ed steel].

2.3 SI ZE
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NOTE: Select one or nore of the following for the
size of the extinguisher. Size shall be as
i ndi cat ed.
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Exti ngui shers shall be 2-1/2 gallons 9.5 liter
Exti ngui shers shall be 2-1/2 pounds 1.1 kil ogram

Exti ngui shers shall be [5] [10] [15] [20] [30] pounds [2.3] [4.5] [6.8] [9]
[13.6] kil ogram

2.4  ADJUNCTS
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NOTE: Select itens as applicable. UL rating shal
be as indicated.
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[ Forged brass val ve]
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[ Fusi bl e plug]

[ Safety rel ease]
[Antifreeze]

[ Pressure gage]

2.5 CABI NETS

EE R R R S I R I R I R I O I R R R I R S R R I R R R R R S R R R

NOTE: Include the followi ng paragraphs if fire
extingui shers are to be located in cabinets. |If
fire extinguishers are to be hung on wall brackets
only, then del ete cabi net requirenents.
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2.5.1 Mat eri al
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NOTE: Select one of the following materials for
cabi net s.
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Cabi nets shall be [enanel ed steel] [corrosion-resistant steel] [al unm num.

2.5.2 Type
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NOTE: Sel ect one of the follow ng types.
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Cabi net shall be the [recessed] [trinless] [surface] type.

Cabi net shall be semirecessed for a [6-inch] [4-inch] [150] [100] mllineter
wal | .

Cabi net shall be the [recessed] [trim ess] [surface] bubble type.
2.5.3 Size

D nensi ons of cabinets shall be as indicated and shall be of adequate size
to accommodate the specified fire extinguishers.

2.6 WALL BRACKETS
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NOTE: Del ete the paragraph headi ng and the
foll owi ng paragraphs if cabinets are specified.
Sel ect one of the follow ng.
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Fire extinguishers shall have [running-board] [spring-clip] [wall-hook]
bracket s.

Wal | bracket and Accessories shall be as approved.
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PART 3 EXECUTI ON

3.1 | NSTALLATI ON
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NOTE: dass A light-hazard occupanci es such as

of fice buildings nust have a O ass A extinguisher
within a 75-foot 25 nmeter travel distance with one
unit of 1A rating for every 3,000 square feet 280
square neter of floor area; ordinary hazard
occupanci es such as warehouses and depart nent
stores: 75-foot 25 nmeter travel distance with one
unit of 2A rating for every 3,000 square feet 280
square neter; and extra hazard occupanci es such as
woodwor ki ng and spray painting |ocations: 75-foot 25
meter travel distance with one unit of 3A rating for
every 3,000 square feet 280 square neter.

C ass B light-hazard occupanci es nust have a Class B
extingui sher within 50-foot 15 meter travel distance
with one unit of 4B rating; ordinary hazard
occupanci es: 50-foot 15 neter travel distance with
one unit of 8B rating; extra hazard occupanci es:
50-foot 15 neter travel distance with one unit of
12B rating. For deep-layer flammble-liquid fire
hazards such as dip tanks, one unit of Class B
ext i ngui shing potential required for each square foot
0.1 square neter of the largest individual hazard
unl ess an approved autonatic systemis install ed.

Cl ass C extinguishers, where there are electrica

hazards, are distributed on the sane basis as C ass
B exti ngui shers.
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Fire Extinguishers shall be installed where indicated. Exact |ocations
shall be verified prior to installation.

Installati on of extinguishers shall comply with the manufacturer's
recomendati ons.

Exti ngui shers shall be fully charged and ready for operation upon
installation.

3.2  ACCEPTANCE PROVI SI ONS
3.2.1 Repairi ng

Damaged and unacceptabl e portions of conpleted work shall be renmpoved and
replaced with new work at no additional cost to the Governmnent.

Repl acenent Parts |ist shall be provided by the Contractor indicating
specified itens replacenent part, replacenent cost, and nane, address and
contact for replacenent parts distributor.

3.2.2 C eani ng
Surfaces of the work, and adjacent surfaces soiled as a result of the work,
shal |l be cleaned in an approved nmanner. Equi pment, surplus materials, and
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rubbi sh fromthe work shall be renpved fromthe site.

-- End of Section --
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